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Mechanical Properties

Nominal thickness 

Yield 

Unit weight 

Elongation at break MD 
TD 

Tensile strength MD 
TD 

Initial modulus MD
TD 

Thermal Properties

Heat shrinkage MD 
TD 

Heat seal strength
(sealable side x sealable side

Surface Properties

Co-e�cient of friction
static (int. side X ext. side) 

Co-e�cient of friction 
dynamic (int. side X ext. side)

Optical Properties

Haze

Barrier Properties

Oxygen transmission rate

Water vapor transmission
rate 

µ

m²/kg 

g/m² 

% 
% 

kgf/mm² 
kgf/mm² 

kgf/mm² 
kgf/mm² 

% 
%

gf/pol

%

cm³/m² day

g/m² day

25 ASTM D-374

28.6 ASTM D-646

35 ASTM D-646

135 ASTM D-882
95

18 ASTM D-882
16

370 ASTM D-882
410

1.0 GT-MA-022
-0.2

240

0.2 ASTM D-1894

0.2 ASTM D-1894

14 ASTM D-1003

60 ASTM D-3985

25 ASTM F-1249

150 Deg. C/30
minutes

140 Deg., 1,7bar,
1 sec

25 Deg. - dry

38 Deg. 90% UR

Description
Type 10.63 is a EASY PEELABLE, thermosealable
PET �lm designed for packaging of chilled and
frozen foods in dual ovenable trays. It seals on
trays and bottles made of APET, CPET, PETG or
on PET �lms and PET coated cardboards.

Peelable PET Layer

PET Core Layer

Nontreated PET Layer

PET Films
Easy Peel 

Disclaimer
The information given above is to the best of our knowledge and experience at the time of printing. We make no warranty, express or implied,
for speci�c product properties or as to the �tness of the product for any speci�c use or purpose. The above data is purely for reader's 
consideration, investigation and veri�cation and should be read in conjunction with the general conditions for sale.

Properties
Excellent thermal and mechanical stability
High barrier against gas, water vapour and aroma
Can be used in direct contact with food
Wide range for sealing temperature without 
deformation
Self venting e�ect when heated in microwave or
conventional oven
EASY OPEN on the thermo sealable side
The thermo sealable side provides ink adhesion




